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This guide is a troubleshooting reference used for maintaining and
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NOTE: UNLESS OTHERWISE SPECIFIED.
1.
2.
3.

REFER TO MODEL FOR ADDITIONAL INFORMATION

SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

SEE COLORS & GRAPHICS FOR LABEL PLACEMENT

REVISION

REV DESCRIPTION DATE _EDITED BY|ECO#
ADDED LOCKING HEIGHTS (pg2), REMOVED
N 5905039, UPDATED BOM REVISION 03/27/2020) ™M 01152
P WAS 1907 NOW 2068, WAS 803 NOW 964 [09/02/2020] CA 01206
Q |REMOVED (1) 5905465, UPDATED BOMS REVISION|12/30/2020] CA _ |01236
1
ITEM NOJPART NUMBER DESCRIPTION QTY[REV
1 5015487 SP-7XL RAMP ASSEMBLY 2 | H
2 5250174 SP-7XLF PARTS BOX 11 G
3 5215781 TALL POWER UNIT CONSOLE ASSEMBLY 1| E
} 5905940 PRODUCT DATA LABEL 1] -
} 5905465 MANUFACTURER LABEL 1] -
} 5905524 CAUTION MAX LOAD 3500 1] -
; 5905951 SERIALTAG B 1] -
; 5930609 BLACK AND YELLOW HAZARD 2" x 10ft 1] -
; 5905285 |SERIALTAG EXTERIOR PEEL OFF INVENTORY LABEL| 1 | -
DO NOT SCALE DRAWING NAME DATE
DRAWN ™ 06/21/2017 Bend

CHECKED OR 1 07/01/2021

DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE:

© SIZE DWG. NO.
PROPRIETARY AND CONFIDENTIAL A

5260181

THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT

1645 LEMONWOOD DR.
SANTA PAULA, CA 93060
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WHERE USED

SP-7XL

SP-7XLF

NOTE: UNLESS OTHERWISE SPECIFIED.

1. REFER TO MODEL FOR ADDITIONAL INFORMATION

2. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING
3. ASSEMBLE ITEMS AS SHOWN

REVISION

REV DESCRIPTION DATE EDITED BY|ECO#
REPLACED 5530099 AND 5530790 WITH 5530372,
F UPDATED BOM REVISION 03/12/2020 CA 01137
UPDATED BOM REVISION 04/13/2020 ™ 01152
REPLACED 5736890 WITH 5737243, UPDATED
H BOM REVISION 03/29/2021 ™ 01236
ITEM PART
NO | NUMBER DESCRIPTION QTY|REV
1 5601183 SP-7XL BASE WELDMENT 1 C
2 5620278 SP-7XL QUTER SCISSOR ARM WELDMENT 1 C
3 5746449 SP-7XL SERIES CYLINDER BOTTOM PIN 1 A
4 | 5215485 SP-7XL INNER ARM ASSEMBLY 1 C
5 5716150 SP-7XL SLIDE BLOCK BOTTOM 2 | C
) 5737243 SP-7XL SAFETY ROCKER ARM 1 A
7 | 5550087 FTG ELB -04 COMP x -02 NPT 1 -
8 [ 5502195 AIR CYLINDER, @19mm x 25 STROKE 1 -
9 5505625 FEMALE ROD END Mé x 33mm 1 -
0 | 5545005 Mé FLAT WASHER 2 | -
1 [ 5535357 NUT Mé x 1.0 NL 3 | -
2 | 5530093 HHB Mé x 1 x 20 1 -
13 | 5530757 HHB Mé x 1.0 x 40 1 -
4 | 5716155 SP-7XL SLIDE BLOCK TOP 2 | B
5 | 5505727 SP-7XL SERIES MAIN SCISSOR PIVOT PIN A
6 | 5502021 CYLINDER ASSEMBLY @3.5 x 20.49 E
17 | 5746448 SP-7XL SERIES CYLINDER TOP PIN 1 A
18 | 5600265 SP-7XL RAMP WELDMENT 111G
19 | 5746610 SP-7XL SERIES RAMP ANCHOR PIN 2 | B
20 [ 5215260 SP-7XL RAMP COVER ASSEMBLY CYLINDER SIDE C
21 [ 5215261 SP-7XL RAMP COVER ASSEMBLY SAFETY SIDE C
22 | 5540006 SNAP RING TRUARC 5103-100 2 | -
23 | 5505716 SP-7XL SERIES RAMP COVER HINGE PIN 4 B
24 | 5540116 TRUARC @12mm 5103-50 4 | -
25 | 5545347 WASHER, M12 FLAT WASHER 4 | -
26 | 5550395 FTG TEE -04 COMP x -04 COMP x -04 COMP 1
27 | 5550025 FTG GRS Mé6 x 1.0 2 | -
28 | 5530372 SSS M8 x 1.25 x 20 EXTENDED NL 8 | -
29 | 5755145 TUBE, @44 x @38 x 138mm 1 B
30 | 5746450 SP-7XL SERIES SCISSOR BOTTOM PIN 2 1A
31 | 5715035 RAMP BOLT-ON RUBBER PAD 2 | A
32 | 5530366 FHSS M6 x 1.0x 8 8 | —
DO NOT SCALE DRAWING NAME DATE -l :.
DRAWN TM | 05/22/2017 g?w\omoodDDR ¢
CHECKED | OR  07/01/2021 SANTA PAULA, CA 93060
DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE:
SP-7XL RAMP ASSEMBLY
© SIZE| DWG. NO. REV
NEXT ASSEMBLY rendiSrREsR AN coroemay, o A 5215487 H
5260181 REPRODUCTION T PART O AS A WEOLE WTHOUT
5260232 TP';%)‘Q\E‘\UEEDN PERMISSION OF BENDPAK INC. IS SCALE: ‘| :20 SHEET 1 OF 3
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1645 LEMONWOOD DR.
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TITLE:
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SIZE| DWG. NO. REV

A 5215487 H
SCALE: 1:20 SHEET2 OF 3
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REVISION

REV DESCRIPTION DATE  |EDITED BY[ECO#|
E REPLACED 5300002 WITH 5210232 10/01/2019 ™ 01128
F UPDATED BOM REVISION 03/12/2020) CA  |01137
G REMOVED 5590175, UPDATED BOM REVISION 03/26/2020 ™ 01152

ITEM| PART
NO |NUMBER DESCRIPTION QTY REV
1 [5174030 SP-7XLF PARTS BAG 1 F
2 | 5570040 | P9000/SP-7XL HYDRAULIC HOSE ASSY @6.35 x 4270mm SB 2 D
3 | 5530456 AB 3/4"x 4-3/4" 8 -
4 15570795 1/4" POLY-FLO TUBING 10820mm*| -
5 5210232 LOW RISE SCISSOR LIFT RUBBER PAD KIT, SET OF 8 1 A
6 [5715003 POWER UNIT VIBRATION DAMPENER 1 B
7 5900010 SP-7XL/XLF INSTALLATION MANUAL 1 -
DO NOT SCALE DRAWING NAME DATE
DRAWN T™ | 06/21/2017 g?w\omoodDDR @
CHECKED OR 4/14/2020 SANTA PAULA, CA 93060
Wl-S||E°R7EXLIJ_IS:ED DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE:

- SP-7XLF PARTS BOX
NOTE: UNLESS OTHERWISE SPECIFIED. @ SIZE| DWG. NO. REV
1. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING ST ASSEEL e IR COR s A 5250174 G

. * LENGH FOR REFER ENCE ON LY REPR‘/?DUCT\ON IN PART OR AS A WHOLE WITHOUT
2 ( ) 5260] 8] TP’;%)H\E‘\PEEDN PERMISSION OF BENDPAK INC. IS SCALE. ‘l .'| 2 SHEET ] OF 1




WHERE USED

SP-7XLF

NOTE: UNLESS OTHERWISE SPECIFIED.
1. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

REVISION

REV DESCRIPTION DATE EDITED BY|[ECO#
D REMOVED 5525586 10/04/2018 ™ 00996
E ADDED 5580012 03/12/2020 CA 01137
F REMOVED 5550087 AND 5550486 04/01/2020 ™ 01152

ITEM NO| PART NUMBER DESCRIPTION QTY|REV
1 5545535 C WASHER SHIM FOR LIFTS 20| --
2 5550008 FTG ELB -04 JIC -06L ORB 2| -
3 5550147 FTG NPL -04 JIC x -04 NPT 2 | -
4 5530304 HHB M8 x 1.25 x 20 4| -
5 5545340 WASHER M8 x24 FLAT 4 | -
6 5530326 AB @3/8"x 2-1/4" 4| -
7 5580012 LIQUID PTFE THREAD SEALANT 50ml 1] -

NEXT ASSEMBLY

5250174

DO NOT SCALE DRAWING NAME DATE Bend
DRAWN ™M 06/21/2017 ©

1645 LEMONWOOD DR.

CHECKED OR 4/14/2020 SANTA PAULA, CA 93060

THIRD ANGLE PROJECTION  TITLE:

SP-7XLF PARTS BAG
© SIZE DWG. NO. REV
PROPRIETARY AND CONFIDENTIAL A 5'| 74030 F

THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT

TP';%)‘QV\E‘\UEEDN PERMISSION OF BENDPAK INC. IS SCALE: ] :6 SHEET 1 OF 1

DIMENSIONS ARE IN MM




WHERE USED

DLR-6 SERIES

LR-60 SERIES

MDS-6 SERIES

P9000 SERIES

SP-7XL SERIES

REVISION

REV

DESCRIPTION DATE  |EDITED BY|ECO#

A |PRODUCTION RELEASE, DERIVED FROM 5210944[09/18/2019

™ 01128

<
@Z ™

NOTE: UNLESS OTHERWISE SPECIFIED.

1. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

ITEM| PART
NO |NUMBER

DESCRIPTION QTY|REV

1 (5300862

LOW RISE SCISSOR LIFT 75mm RUBBER PADKIT,SETOF4 | 1 | A

2 5300861

LOW RISE SCISSOR LIFT 38mm RUBBER PADKIT,SETOF4 | 1 | A

DO NOT SCALE DRAWIN

NEXT ASSEMBLY
ACCESSORY

5250020

5220021

DIMENSIONS ARE IN MM

5250034

©

1
1
52503
3

G NAME DATE
DRAWN ™ 09/18/2019 B Bend

1645 LEMONWOOD DR.
CHECKED CA 11/1/2019

SANTA PAULA, CA 93060
THIRD ANGLE PROJECTION

LOW RISE SCISSOR LIFT
RUBBER PAD KIT, SET OF 8

TITLE:

SIZE DWG. NO. REV
PROPRIETARY AND CONFIDENTIAL A
THE INFORMATION CONTAINED IN THIS DRAWING IS 52 ] 0232 A
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION INSPSAORT %R AS A WHOLECW\STHOUT
THE WRITTEN PERMISSION OF BENDPAK INC. «1-
PROHIBITED. SCALE. ] .5 SHEET 1 OF 1




ISOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE

WHERE USED

SP-7XL

SP-7XLF

NOTE: UNLESS OTHERWISE SPECIFIED.

1.
2.

REFER TO MODEL FOR ADDITIONAL INFORMATION
ASSEMBLE ITEMS AS SHOWN

REVISION

REV

DESCRIPTION DATE  |EDITED BY|ECO#

PRODUCTION RELEASE, DERIVED FROM T1310{02/05/2009 ™ 00233

UPDATED TITLE TO REFLECT WHERE USED,
UPDATED NEXT ASSEMBLY 06/19/2017  TM 100832

ADDED MODEL REFERENCE NOTE, UPDATED

BOM REVISION 10/01/2019| T™M  |01128

NEXT ASSEMBLY

5215487

ITEM NO|PART NUMBER DESCRIPTION QTY|REV
1 5600241 SP-7XL RAMP COVER WELDMENT CYLINDER SIDE| 1 B
2 5716017 SP-7X RAMP WEAR BLOCK T | A
3 5530142 FHPS Mé x 1.0x 8 2 | -
DO NOT SCALE DRAWING NAME DATE
DRAWN ™ 02/05/2009 Bend

DIMENSIONS ARE IN MM

1645 LEMONWOOD DR.
CHECKED CA 11/1/2019

SANTA PAULA, CA 93060
THIRD ANGLE PROJECTION  TITLE:

SP-7XL RAMP COVER

ASSEMBLY CYLINDER SIDE
SIZE DWG. NO. REV

PROPRIETARY AND CONFIDENTIAL A
THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF BENDPAK INC. ANY

5215260 C
REPRODUCTION IN PART OR AS A WHOLE WITHOUT

TP';%)‘QV\E‘\UEEDN PERMISSION OF BENDPAK INC. IS SCALE: ] :6 SHEET 1 OF 1




REVISION
REV DESCRIPTION DATE _|EDITED BY|ECO#
A |PRODUCTION RELEASE, DERIVED FROM T1311]02/05/2009] ™M |00233
A-001 UPDATED NEXT ASSEMBLIES 11/05/2014] TM  |00656

UPDATED TITLE TO REFLECT WHERE USED,
B UPDATED NEXT ASSEMBLY 06/19/2017)  T™M 00832
ADDED MODEL REFERENCE NOTE, UPDATED

c L R ERENCEN 10/01/2019] T™M  |01128

ISOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE

ITEM NO|PART NUMBER DESCRIPTION QTY|REV
1 5600242 SP-7XL RAMP COVER WELDMENT SAFETY SIDE 1 B
2 5716017 SP-7X RAMP WEAR BLOCK 1 A
3 5530142 FHPS M6 x 1.0x 8 2| -
WHERE USED DO NOT SCALE DRAWING NAME = DATE
SP-7XL B Bend
SP-7XLF ORAWN T |02/05/2009 1645 LEMONWOOD DR
CHECKED = CA  11/1/2019 SANTA PAULA, CA 93060
DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE: SP-7XL RAMP COVER
ASSEMBLY SAFETY SIDE
NOTE: UNLESS OTHERWISE SPECIFIED. SIZE| DWG. NO. 215 REv
PROPRIETARY AND CONFIDENTIAL
1. REFER TO MODEL FOR ADDITIONAL INFORMATION T ASSEELY ey TR s A 5215261 c
2 ASSEMBLE ITEMS AS SHOWN T TRTIEN PERMSSION O BENDFAK NG, & '
’ 5215487 PROHIBITED. SCALE: 1:6 SHEET 1 OF 1




WHERE USED

SP-7XL SERIES

NOTE: UNLESS OTHERWISE SPECIFIED.

1. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

2. ASSEMBLE ITEMS AS SHOWN
3. 5601184 MUST ROTATE FREELY

REVISION

REV DESCRIPTION DATE  |EDITED BY| ECO#
A |PRODUCTION RELEASE, DERIVED FROM 5215254|05/12/2017 ™ 00832
B UPDATED BOM REVISION 02/08/2018 ™ 00926
C UPDATED BOM REVISIONS 03/11/2020| CA 01137

ISOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE

NEXT ASSEMBLY

5215487

ITEM NO | PART NUMBER DESCRIPTION QTY|REV
1 5601182 SP-7XL INNER ARM WELDMENT 1| C
2 5601184 SP-7XL SAFETY LATCH WELDMENT 1| C
3 5746447 SP-7XL SAFETY PIVOT PIN 1 B
DO NOT SCALE DRAWING NAME DATE
DRAWN ™  05/12/2017 Bend
1645 LEMONWOOD DR.
CHECKED O | 3/23/2020 SANTA PAULA, CA 93060
DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE:
SP-7XL INNER ARM
ASSEMBLY
SIZE| DWG. NO. REV
e IR COR s A 5215485 C
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT
TP’;%)‘QV\E‘\UEEDN PERMISSION OF BENDPAK INC. IS SCALE: ‘l :'l o SHEET ] OF 1
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WHERE USED
SP-7XL
SP-7XLF

NOTE: UNLESS OTHERWISE SPECIFIED.

1. REFER TO MODEL FOR ADDITIONAL INFORMATION
2. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

°

/7

REVISION

REV DESCRIPTION DATE _|EDITED BYECO#
C UPDATED BOM REVISION 10/04/2018] _TM__ 00996
ADDED 5906015, 5905477 AND 5905478,
D REPLACED 5701259 WITH 5215857 03/26/20201 M |01152
E ADDED 5905138 12/30/2020]  CA 01236
b
o
\va/l/SOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE
TEM| PART
NO | NUMBER DESCRIPTION QTY|REV
1 15601202 TALL POWER UNIT CONSOLE WELDMENT, R.H. 18
2 5601165 TALL POWER UNIT CONSOLE WELDMENT, LH. 1 [ C
3 [5215857 3-BUTTON 1107220V CONSOLE TOP 18
4 [5737012 TALL POWER UNIT CONSOLE DOOR 1 [ C
5 |5601166] TALL POWER UNIT CONSOLE DOOR WELDMENT, REAR | 1 | D
6 5530031 HHB Mé x 1 x 12 15 | -
7 5520329 GROMMET GRO-1.25-UL CAPLUGS 2 | =
8 [5715196 D2/XPR POLYETHYLENE COVER BLOCK 105 x 80 11D
9 [5906015] OPERATION EXPLOSION WARNING LABEL, ENG-FRE | 1 | —
10 | 5905477 PRESSURE WARNING LABEL =
11 | 5905478 POWER UNIT CAUTION LABEL =
12 5905138 SLIPPERY WHEN WET LABEL 1T A

DO NOT SCALE DRAWING NAME = DATE Bend
DRAWN T™  05/01/2018

DIMENSIONS ARE IN MM

NEXT ASSEMBLY|

5260181

5260232

©

1645 LEMONWOOD DR.
SANTA PAULA, CA 93060

TALL POWER UNIT

CHECKED OR 107/01/2021
THIRD ANGLE PROJECTION  TITLE:

CONSOLE ASSEMBLY
SIZE. DWG. NO. REV
e nrdorREAR Ao conmpaaL o A 5215781 E
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT
TP‘;%)‘QV\E‘\'T(TEEDN PERMISSION OF BENDPAK INC. IS SCALE: ] : -| 2 SHEET .l OF .‘




WHERE USED

SP-7XL SERIES

PP00O0LT SERIES

MDS-6LP SERIES

NOTE: UNLESS OTHERWISE SPECIFIED.

1. REFER TO MODEL FOR ADDITIONAL INFORMATION
2. SEE SHIPPING INSTRUCTIONS FOR FINAL PACKAGING

3. ASSEMBLE ITEMS AS SHOWN

REVISION

REV DESCRIPTION DATE _|EDITED BY[ECO#
PRODUCTION RELEASE, DERIVED FROM 5215780
A D 5215781 06/24/2019| T™M  [01096
ADDED 5545024, 5530304, 55535001, REPLACED
5701259 WITH 5601465, REMOVED 5525102, |03/31/2020] T™M  [01152
5520052 AND 5525586
PART
NG INUMBER DESCRIPTION QTY|REV

5601465| POWER UNIT CONSOLE COVER WELDMENT (3 BUTTON)

NEXT ASSEMBLY

5215780

5215781

NOT SCALE DRAWING NAME DATE Bend
DRAWN ™ 06/24/2019

1645 LEMONWOOD DR.

CHECKED OR 4/14/2020

DIMENSIONS ARE IN MM THIRD ANGLE PROJECTION  TITLE:

SANTA PAULA, CA 93060

3-BUTTON 110/220V

CONSOLE TOP
SIZE DWG. NO.
PROPRIETARY AND CONFIDENTIAL A 52 ] 5857

THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF BENDPAK INC. ANY
REPRODUCTION IN PART OR AS A WHOLE WITHOUT

TPIQ%‘QV‘EWEEDN PERMISSION OF BENDPAK INC. IS SCA LE: ‘| :3

SHEET 1

1 1

2 [5905039| LABEL; WARNING-OPERATING INSTRUCTIONS CONSOLE | 1 | --
3 15590175 PUSH BUTTON AIR VALVE 1| -
4 15545024 WASHER M3 x 9mm 2 | -
5 15530043 SHCS M3 x0.5x 30 2 | -
6 15535020 NUT M3 x 0.5 NL 2 | -
7 15550486 FTG NPL -02 NPT x -04 F NPT 1 [ -
8 15550087 FTG ELB -04 COMP x -02 NPT 1 [ -
DO

REV

B

OF 1




REVISION

REV DESCRIPTION DATE  |EDITED BY|ECO#

UPDATED NEXT ASSEMBLY
UPDATED TITLE TO REFLECT NEXT ASSEMBLY |12/12/2008]  AC 00256

OBSO REPLACED WITH 5570871 07/28/2009 AC 00249

UNOBSOLETED FOR USE IN PRODUCTION,
REPLACED 5570110 WITH 5570129, UPDATED
C | TITLE AND NEXT ASSEMBLY TO REFLECT WHERE [06/27/2017  TM /00847
USED

UPDATED TITLE TO REFLECT WHERE USED,

NOTE: UNLESS OTHERWISE SPECIFIED.
1. FOR ITEM 1 SPECIFICATIONS REFER TO PART SPECIFICATION FORM

2. (*)ITEM 1 QTY FOR REFERENCE ONLY

D UPDATED NEXT ASSEMBLY 05/08/2018  T™M 00903
4270 —
'I
1
\
2
ITEM NO. | PART NUMBER DESCRIPTION QY. _[REV
] 5570129 $6.41D HYDRAULIC HOSE 4216mm* | -
2 5550325 FTG NPL B1/4 CRIMP x -04 JIC ] -
3 5550345 FTG ELB &1/4 CRIMP x -04 JIC ] -
DO NOT SCALE DRAWING NAME DATE
DRAWN AC 01/11/2008 Bend
CHECKED = CA | 5/23/2018 D s
RSB ARE IN MM THIRD ANGLE PROJECTION | TITLE:
0g-510 P9000/SP-7XL HYDRAULIC HOSE
] ASSY @6.35 x 4270mm SB
NEXT ASSEMBLY | ANGULAR: MACH+2* SIZE DWG. NO. REV
SURFACE FINISH 1.6 ISO Ra ym
s00st IR et e A 5570040 D
] SCALE: 12 P




1645 Lemonwood Dr., Santa Paula, CA. 93060
p Bend Tel: 1-805-933-9970 Fax: 1-805-933-9160
PROVIDING AUTOMOTIVE SERVICE SOLUNCRNS

www.bendpak.com

PART SPECIFICATION FORM
ACP

BENDPAK Number: | 5570129
MRP Description: | 4" HYDRAULIC HOSE 31 CL-0400X
Date: | 05/24/2018
ECO : | 00950

1. Engineering Specification

Application:
4" HYDRAULIC HOSE

Detailed Description:
ONE or TWO BRAID STEEL WIRE HYDRAULIC HOSE

SIZE: 1/4" /| 6mm |.D. MIN
0.53" / 13.4mm O.D. MAX

SPECS: 5700PSI OR 393 BAR WORKING PRESSURE MINIMUM
17100PSI OR 1179 BAR MINIMUM BURST PRESSURE MINIMUM
3" / 80mm MIN BEND RADIUS

COLOR: BLACK

ADDITIONAL CONTACT INFORMATION:

Xin Yurong

Shandong Ningjin High Energy Hose Co., Ltd.
Tel: +86 534-5421821

No. 7, Taishan Rd., Industrial Park, Ningjin County, Shandong, China

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # AUTHORIZED
COMPONENT PROVIDER
1) Ningjin Hydraulic Hose 5570129 +86 534-5421821 X
Co.
2)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT




ISOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE

WHERE USED

SP-7XL

SP-7XLF

NOTE: UNLESS OTHERWISE SPECIFIED.

RO

REFER TO MODEL FOR ADDITIONAL INFORMATION
BREAK AND DEBURR ALL SHARP EDGES 0.3mm
REMOVE ALL WELD SPLATTER

DIMENSIONS SHOWN ARE AFTER PAINTING

PAINT BENDPAK GRAY (RAL-7024) 20% GLOSS

REVISION

REV

DESCRIPTION DATE  |EDITED BY|ECO#

UPDATED TITLE TO REFELCT WHERE USED, UPDATED

NEXT ASSEMBLY 06/19/2017 ™ 00832

Q|m| m

UPDATED BOM REVISION

06/12/2018 TS 00958

G-00

ADDED 5737142, ADDED CRITICAL DIMENSIONS  {10/01/2019 ™ 01128
AND MODEL REFERENCE NOTE, REMOVED 5715114
AND ADHESIVE NOTE

1 ADDED 20% GLOSS PAINT NOTE

03/13/2020] CA 01137

ITEM NO | PART NUMBER DESCRIPTION QTY |REV
1 5700129 SP-7X RAMP 1 A
2 5761015 SP-7X INNER ARM BRACE 4 | A
3 5700128 SP-7X SLIDE BLOCK GUIDE ANGLE 2 B
4 5700127 SP-7X RAMP SUPPORT ANGLE 2 | A
5 5737142 RUBBER PAD SCREW PLATE 8 | A

NEXT ASSEMBLY

5215487

DO NOT SCALE DRAWING

DIMENSIONS ARE IN MM
TOLERANCES:

0.=%1.5

0.0=20.5

SURFACE FINISH 1.6 ISO Ra um
FOR MACHINED SURFACES
UNLESS OTHERWISE SPECIFIED

NAME | DATE
DRAWN | TM  02/05/2009 Bend

1645 LEMONWOOD DR.

CHECKED | O  03/23/2020 SANTA PAULA. ©A 93060

THIRD ANGLE PROJECTION | TITLE:
SP-7XL RAMP WELDMENT
SIZE| DWG. NO. REV

5600265 G
REPRODUCTION IN PART OR AS A WHOLE WITHOUT

TPIQ%‘QV‘EWEEDN PERMISSION OF BENDPAK INC. IS SCA LE: ‘| : '| o

PROPRIETARY AND CONFIDENTIAL A
THE INFORMATION CONTAINED IN THIS DRAWING IS
THE SOLE PROPERTY OF BENDPAK INC. ANY
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WHERE USED

SP-7XL SERIES

OTE: UNLESS OTHERWISE SPECIFIED.

N

1 REFER TO MODEL FOR ADDITIONAL INFORMATION

2. BREAK AND DEBURR ALL SHARP EDGES 0.3mm

3. REMOVE ALL WELD SPLATTER

4, MASK ALL BEARING HOLES AND THREADS BEFORE PAINTING
5 LIGHT PRESS FIT BUSHINGS

6 DIMENSIONS SHOWN ARE AFTER PAINTING

7 PAINT BENDPAK GRAY (RAL-7024) 20% GLOSS

REVISION

REVISIONS

REV DESCRIPTION DATE  |EDITED BY|ECO#
A PRODUCTION RELEASE, DERIVED FROM 5600248 |05/15/2017 ™ 00832
B UPDATED BOM REVISION 02/08/2018 ™ 00926
c ADDED 20% GLOSS PAINT NOTE, UPDATED BOM 03/11/2020 CA 01137

ISOMETRIC VIEW

FOR REFERENCE ONLY

DO NOT SCALE

ITEM NO | PART NUMBER DESCRIPTION QTY [REV
1 5737018 SP-7XL INNER SCISSOR ARM 2 B
2 5756038 SP-7XL SAFETY SPACER, SS 1 B
3 5756039 SP-7XL SERIES SAFETY SPACER 1 A
4 5746445 SP-7XL INNER SCISSOR ARM SUPPORT TUBE | 2 A
5 5755047 SP-7XL CYLINDER TOP PIN SPACER 2 B
[ 5735458 SP-7XL SERIES CYLINDER LIFT PLATE 2 B
7 5755045 SP-7X AIR SAFETY TROUGH 1 A
8 5565052 BUSHING 39 x 35 x 55 BR Ol 2 -
DO NOT SCALE DRAWING NAME DATE
DRAWN ™ 05/11/2017 Bend @
1645 LEMONWOOD DR.
DIMENSIONS ARE IN MM CHECKED © 8/23/2020 SANTA PAULA, CA 93060
TOLERANCES: THIRD ANGLE PROJECTION  TITLE:
Q=ils SP-7XL INNER ARM
WELDMENT
2R MACHINED SURAcEs ™ SIZE| DWG. NO. REV
UNLESS OTHERWISE SPECIFIED
T ASSENELY .. A 5601182 C
15485 SCALE:1-12 SHEET 1 OF 2




ISOMETRIC VIEW
FOR REFERENCE ONLY
DO NOT SCALE

REVISI

ON

WHERE USED

SP-7XL SERIES

NOTE: UNLESS OTHERWISE SPECIFIED.

1. REFER TO MODEL FOR ADDITIONAL INFORMATION
2. BREAK AND DEBURR ALL SHARP EDGES 0.3mm

3. REMOVE ALL WELD SPLATTER

4. MASK ALL BORES BEFORE PAINTING

5. DIMENSIONS SHOWN ARE AFTER PAINTING

6. PAINT BENDPAK GRAY (RAL-7024) 20% GLOSS

REV DESCRIPTION DATE EDITED BY|ECO#
A PRODUCTION RELEASE, DERIVED FROM 5600928|05/09/2017 ™ 00832
ADDED CRITICAL DIMENSIONS AND MODEL
B REFERENCE NOTE, UPDATED BOM REVISIONs |'0/01/2019]  TM 101128
C ADDED 20% GLOSS PAINT NOTE, UPDATED BOM 03/11/2020 CA 01137
REVISION
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1
SECTION A-A '
TEM NO | PART NUMBER DESCRIPTION QIY[REV
1 5701247 SP-7XL BARE BASE 1 A
_ 2 5735456 SP-7X RAMP SPACER 4 A
3 5736198 SP-7X BASE CLOSEOUT 2 A
i 4 5735455 SP-7X RAMP COVER HINGE BLOCK 4 A
5 5746131 SP-7X RAMP COVER HINGE TUBE 4 A
6 5737026 SP-7XL SERIES BASE SAFETY BLOCK 8 A
7 5737025 SP-7XL BASE SCISSOR CLEVIS SS 2 C
8 5737022 SP-7XL BASE SCISSOR CLEVIS 2 B
N [———— DO NOT SCALE DRAWING NAME DATE
DRAWN ™  05/19/2017 Bend @
ONWOOD DR.
DETAIL B DIMENSIONS ARE IN MM CHECKED ° 8/23/2020 ;S\i‘STk\E,F\’AAUTXV CA%?OR‘SO
SCALE1:2 TOLERANCES: THIRD ANGLE PROJECTION | TITLE:

0.=%1.5
0.0=20.5

SURFACE FINISH 1.6 ISO Ra um
FOR MACHINED SURFACES
UNLESS OTHERWISE SPECIFIED

NEXT ASSEMBLY

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN TI—gS DRAWING IS A

THE SOLE PROPERTY OF BENDPAK IN

SP-7XL BASE WELDMENT

SIZE DWG. NO.

REPRODUCTION IN PART OR AS A WHOLE W\THOUT

THE WRITTEN PERMISSION OF BENDPAK INC. IS

PROHIBITED.

)

REV

5601183 C
SCALE: 1:1

SHEET 1 OF 2




WHERE USED

SP-7XL SERIES

E: UNLESS OTHERWISE SPECIFIED.

NOT

1
2
3.
4.
5.
6
7

REFER TO MODEL FOR ADDITIONAL INFORMATION
BREAK AND DEBURR ALL SHARP EDGES 0.3mm
MASK THREADS BEFORE WELDING AND PAINTING
REMOVE ALL WELD SPLATTER

LINE BORE AFTER WELD

DIMENSIONS SHOWN ARE AFTER PAINTING

PAINT BENDPAK GRAY (RAL-7024) 20% GLOSS

REVISION

REV DESCRIPTION DATE  |EDITED BY| ECO#
A |PRODUCTION RELEASE, DERIVED FROM 5620305|05/10/2017 ™ 00832
B UPDATED BOM REVISIONS 06/12/2018 TS 00958
c ADDED 20% GLOSSRPE/i\/IEll'I'ONNOTE, UPDATED BOM 03/11/2020| CA 01137

ISOMETRIC VIEW

FO

R REFERENCE ONLY

DO NOT SCALE

ITEM NO | PART NUMBER DESCRIPTION QTY|REV
1 5737017 SP-7XL OUTER SCISSOR ARM 2 | B
2 5620279 SP-7XL CYLINDER CLEVIS SUBWELDMENT 1 B
3 5735459 SP-7X OUTER ARM SPACER 1T 1A
4 5746446 SP-7XL OUTER SCISSOR ARM SUPPORT TUBE 2 | C
5 5735628 SP-7XL OUTER ARM SPACER T 1A
6 5755045 SP-7X AIR SAFETY TROUGH 1T A
7 5746202 SP-7X OUTER ARM SLIDE BLOCK PIN 2 | A

DO NOT SCALE DRAWING

DIMENSIONS ARE IN MM
TOLERANCES:

®

NAME DATE B
DRAWN ™ 05/10/2017 - Bend

1645 LEMONWOOD DR.

CHECKED | O | 3/23/2020 SANTA PAULA, CA 93060
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ARM WELDMENT

SIZE DWG. NO. REV

5620278 C
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00=105
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FOR MACHINED SURFACES
UNLESS OTHERWISE SPECIFIED
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e e O B B
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B Bend =

PROVIDING AUTOMOTIVE SERVICE SOLUTIONS

PART SPECIFICATION FORM

1645 Lemonwood Dr., Santa Paula, CA. 93060
Tel: 1-805-933-9970 Fax: 1-805-933-9160

www.bendpak.com

BENDPAK Number:

5900010

MRP Description:

SP-7XL/XLF INSTALLATION MANUAL

Date:

02/27/2020

ECO:

1. Engineering Specification

Application:
INSTALLATION MANUAL

Detailed Description:

1645 Lemonwood Dr.

Santa Pauia, CA, 93060 USA
Toll Free: (800) 253-2363
Telephone: (805) 933-9070

bendpak.com

Full-Rise Scissor Lift

Models:
® SP-7XL
® SP-7XLF

Installation and Operation Manual
Manual P/N 5900010 — Manual Revision A2 — February 2020

Model SP-7XL shown.

Designed and engineered by BendPak Inc. in Southern California, USA. Made In China.

product. Failure to follow the instructior
this manual can result in serious injury

/\ DANGER

for product use.

Read the entire contents of this manual before using this

precautions in
e sure all other

operators also read this manual. Keep the manual near the product
for future reference. By proceeding with installation and
operation, you agree that you fully understand the
contents of this manual and assume full responsibility

Print Settings for BendPak Manuals
Unless otherwise specified, use these seftings
for printing BendPak manuals:
e Color. Black and white.
e Size. A4 (21010 297 mm), 8.5 by 11
inches (216 to 279 mm), or between
¢ Binding. Saddle stitched
e Paper. 100 to 120 gsm (27 to 32
pound), uncoated

2. Vendor Information

Approved Vendor

Vendor Part # Contact #

Preferred Vendor

1)




BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905951

MRP Description: | SERIAL TAG B
Date: | 03/10/2020
ECO: | 01107

1. Engineering Specification

Application:
DATA SERIAL TAG NON-CE

Detailed Description:

Bem Santa Paula, CA USA
SIZE: 3" Lx 3" W (75mm X 75mm) - www.bendpak.com
MATERIAL: 2 Mil. GLOSS POLYESTER THERMAL

b
TRANSFER LABEL WITH A HIGH PERFORMANCE
INK: 1 COLOR-BLACK

LIFT CAPACITY DATE CODE

VOLTAGE SERIAL NUMBER

[ 110-120v, 50-60 Hz, 1 Ph
[[] 208-240V, 50-60 Hz, 1 Ph
[C] 380-415V, 50-60 Hz, 3 Ph
[] 208-440v, 50-60 Hz, 3 Ph

Disconnect Power
Before Servicing

MADE IN CHINA WARRANTY VOID IF DATA PLATE IS REMOVED PN 5905851

DANGER! [H[

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

€. 805-933-9970 €4 805-933-9160 KX info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJACK %, GRANDPRIX JACHPAR MAUTOSTACH=R G®OL BOSS



BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5205039

MRP Description: | LABEL; WARNING-OPERATING
INSTRUCTIONS CONSOLE

Date: | 01/14/2021

ECO: | 01212

1. Engineering Specification

Application:
WARNING/INSTRUCTION LABEL

Detailed Description:

Size: 13.5”"W x 12.5”H (343mm x 317.5mm)

Material: White Vinyl Pressure Sensitive Adhesive

OPERATING INSTRUCTIONS
T0 RAISE LIFT T0 LOWER LIFT

Thickness: 4 Mil ]| |

6.0001s./ 2722 kg

Ink: U.V. protected CMYK 4/C Process

7.0001ks.§ 3,175 kg

Finish: Matte Overlaminate (no gloss) : -

Print Process: Offset Lithography - 200 line-screen or 300
p.p.i. for digital or digital press

Lamination: Clear laminate non-glare medium matte
over-laminate (No gloss) for abrasion, chemical, and ultra
violet protection

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IEI 805-933-9160 BN info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJACK %, GRANGPRIX JACKPAK MAUTOSTACK=R G®OL BOSS



BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905138

MRP Description: | SLIPPERY WHEN WET LABEL
Date: | 03/12/2021

ECO: | —

1. Engineering Specification

Application:
WARNING LABEL

Detailed Description:

Size: 4.5” W x 2.5” H (114.3mm x 63.5mm)

Material: White Vinyl Pressure Sensitive Adhesive

Thickness: 4 Mil SLIPPERY WHEN WET OR ICY

Ink: U.V. protected CMYK 2/C Process Use caution when driving onto wet or icy drive-up ramps

.. . and platforms. DO NOT walk on lift surfaces that are wet or icy.
Finish: Matte Overlaminate (No Gloss)

Print Process: Offset Lithography — 200 line-screen
or 300 p.p.i. for digital , .
GLISSANT LORSQU’IL EST MOUILLE OU GLACE
Lamination: Clear laminate non-glare medium Soyez. Qrudent Iorsque’ vous conduisez sur des rampes d’acces
TRETE GVEHEmRERE (No gloss) for abrasion, mouillées ou verglacées et les plateformes. NE PAS marcher

; . ) sur des surfaces de levage humides ou glacées.
chemical, and ultra violet protection PN 5905138

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

€. 805-933-9970 €33 805-933-9160 B info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJALCK "5 GRANDPRriX ACKPAR MAurostacx=r GeOL BOSS



BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905477

MRP Description: | PRESSURE WARNING LABEL

Date: | 01/14/2021
ECO: | 01212

1. Engineering Specification

Application:
PRESSURE WARNING LABEL — POWER UNIT

Detailed Description:

This power unit contains a hydraulic pump that is capable
of developing pressure in excess of 5,000 psi (345 BAR).
K A pressure relief valve is used 1o set the pressure at
. n " the desired lew with, adjust ifying, or
Size: 4"W x 4.25"H (101mm x 107.4mm) i the ol \alve & @l AU, Bl b 1ok o ey T
technician, using a calibrated hydraulic ph}ssum gaugo to assure the proper pressure sefting is
achieved, should make adjustments to the rel
WARNING: Changes to y render the power unit incomy

q q p q g the output pre: tible with
Materia I: 4 Mil Wh ite Ad heSlVe Vi ny| h;‘nna(lons of other components i the hye hyduullc circuit. This may cause catastrophic. faiire of

056 Components, and Gould result i property damage, serious personal njury, or death.

Esta central hidraulica contiene una bomba capaz de

Ink: U.V. protected CMYK 4/C Process R | < ot otabiociia por s vilula o Goscarga
nivel de presion deseada. ES extremamente peligroso y

noles(a < g r‘wodlfmaﬂa it il rerla. Solo un .
F) . . utilizando un manémetro hidraulico calibrado para asegurar que la propia presion es alcanzada,

Finish: Matte Overlaminate (No gloss) podd hacer modifcacionss a a vihuia do descarga
AD'VERTENCIA Cambios ale la sal»da dn presion, podrian haccr la central hidraulica incompatible
uito hidraulico. Esos componentes.
podn:m funcionar mal eaus:mdo e e y podria resullar en dafo a la propiedad, serio dafo
i

Print Process: Offset Lithography - 200 line-screen or 300 p.p.i. for digital porsanal o

Dieses ichy
ginon Borisbadrek bie 2 345 bar. eulbeen ke

Lamination: Clear laminate Non-glare medium matte over-laminate (No K E;Lﬂ;ﬂwg;;gg;m@kwmg;gg;;ﬁsv;g;gw';;awg;;
. . . . C
gloss) for abrasion, chemical, and ultra violet protection s gy 8 LW Verssncing ehes

Elne des am Aggregat, kann zu Problemen bei anderen

angeschosenen Komponenten fuhren, welche nur uber einen geringeren zUlassigen Betrlebsdruck

verfugen. Dies kann zur vollstandigen Zerstorung dieser Gerate filhren und zusitziich zu sehweren
s beim Bedi fuhren.

Cet équipement utilise une pompe hydraulique capable
0

est utilisée pour régler la pression a la valeur souhaitée.
Altérations, réglages, modifications ou suppression de
ette soupape de sureté peuvent se révéler trés dangereux et ne sont absolument pas recommandes.
Uniquement un hydraulcen uake,utisant un manométre pour permetire I affchiage précis de la
pression, pourra assurer les réglages de la soupape de sureto.

AVERTISSEMENT: Tout changement de a valour de a pression do sartie peut rendre incompatibla

peut
I' utilisation de ce wec les autres composants du circuit hydraulique. Ceux-ci peuvent
e sokkanbieat g g Loge ki stk ke e g o
risques de blessures séreuses ou la mort. PN 5005477

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

ORBENDPAK ENGINEERING APPROVED EQUIVALENT

€. 805-933-9970 €4 805-933-9160 = info@bendpak.com
Q 1645 Lemonwood Dr. Santa Paula, CA 93060

R Ranger DUICKJACK %, GRANGPRIX JACKPAK MAUTOSTACK=R G®OL BOSS

www.bendpak.com




BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905478

MRP Description: | POWER UNIT CAUTION LABEL

Date: | 01/14/2021
ECO: | 01212

1. Engineering Specification

Application:
POWER UNIT CAUTION LABEL

Detailed Description:

Size: 2.5"W x 6.5"H (63.5mm x 165mm)

Material: White Vinyl Pressure Sensitive Adhesive

Thickness: 4 Mil

Ink: U.V. protected CMYK 4/C Process

Finish: Matte Overlaminate (No gloss)

Print Process: Offset Lithography - 200 line-screen or 300 p.p.i. for digital

Lamination: Clear laminate Non-glare medium matte over-laminate (No gloss) for abrasion, chemical, and ultra violet

protection
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2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

ORBENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IEI 805-933-9160 BN info@bendpak.com b d k
Q 1645 Lemonwood Dr. Santa Paula, CA 93060 MY ERERIE R s SO T

R Ranger DUICKJACK %, GRANGPRIX JACKPAK MAUTOSTACK=R G®OL BOSS



BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905524

MRP Description: | CAUTION MAX LOAD 3500
Date: | 12/30/2020
ECO: | 01236

1. Engineering Specification

Application:
CAUTION LABEL

Detailed Description:

Size: 2.5” W x 2” H (63.5mm x 50.8mm)
Material: Yellow Vinyl Pressure Sensitive Adhesive

Thickness: 4 Mil

Ink: U.V. protected CMYK 2/C Process Maximum load on scissor lifts

should NOT exceed 3,500 pounds
per side. Always center the load
evenly. NEVER attempt to work on
or near a vehicle when it is raised
on the scissors unless the safety

Finish: Matte Overlaminate (No gloss)

Print Process: Offset Lithography - 200 line-screen or 300
p.p.i. for digital

Lamination: Clear laminate non-glare medium matte over-

laminate (No gloss) for abrasion, chemical, and ultra violet latches arq engaqu on each
protection scissor unit. P/N 5905524
2. Vendor Information (Or for Reference)
Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IEI 805-933-9160 BN info@bendpak.com b d k
Q 1645 Lemonwood Dr. Santa Paula, CA 93060 MY ERERIE R s SO T

R Ranger DUICKJALCK " GRANDPRIX JACKPAR MAUTOSTACK=R Q®OL BOSS



PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5906015

OPERATION EXPLOSION WARNING LABEL,
ENG-FRE

Date: | 01/14/2021
ECO: | 01212

1. Engineering Specification

Application:
WARNING LABEL

Detailed Description:

MRP Description:

Size: 6" W x4 "H (152mm x 101mm)

Material: White Vinyl Pressure Sensitive Adhesive

Always allow a minimum 2-second delay Prévoyez toujours un délai minimum de 2

H o H between motor starts. Failure to comply secondes entre les démarrages du moteur.
Thickness: 4 Mil may cause switch and/or motor burnout. Le non-respect de cette consigne peut
This could cause serious damage to the trainer I'épui des s et/
Ink: U.V. protected CMYK 4/C Process equipment and/or personal property. ou du moteur. Cela pourrait causer de graves
P rty. p
dommages a I'équipement et/ou aux biens
L . personnels.
Finish: Overlaminate (No gloss - - ‘
( g ) RISK OF EXPLOSION RISQUE D’EXPLOSION
Print Process: Offset Lithography - 200 line-screen This equipment has internal arcin%or Cet équipement comporte des piéces internes
sparking parts which should not be . produisant des arcs électri es
or 300 p.p.i. for digital exposed to flammable vapors. étincelles qui ne doivent pas étre exposées a
THIS EQUIPMENT SHOULD BE des vapeurs inflammables.

LOCATED AT LEAST 460 MM CET EQUIPEMENT DOIT ETRE SITUE
(18 INCHES) ABOVE THE FLOOR. [| AU MOINS 460 MM (18 POUCES) AU-

Lamination: Clear laminate Non-glare medium DESSUS DU SOL.
f : All wiring must be performed by a certified Tout le cablage doit étre effectué par un
matte over-laminate (NO gloss) for abrasion, Pile;tn%iian only. R is the res onsilt)ifli K l“électn'cien cert?ﬁé. ] |incombe a I’é‘liectrigilen
R q R of the electrician to ensure that all fie e s’assurer que tous les systemes de cablage
chemica l' and ultra violet protection wiring systems comply with both NEC sur site sont conformes aux recommandations
recommendations and all additional NEC et a tous les codes électriques
electrical codes. supplémentaires. i

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

ORBENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IEI 805-933-9160 BN info@bendpak.com
Q 1645 Lemonwood Dr. Santa Paula, CA 93060

R Ranger DUICKJACK %, GRANGPRIX JACKPAK MAUTOSTACK=R G®OL BOSS

www.bendpak.com




BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5930609

MRP Description: | BLACK AND YELLOW HAZARD 10" x 2"
Date: | 01/12/2021
ECO: | 01258

1. Engineering Specification
Application:

HAZARD TAPE
Detailed Description:

Size: 10’ W x 2” H (254mm x 50.8mm)

Material: Vinyl Adhesive / Backing: Soft Polyvinyl Chloride
Thickness: 6.5 Mil

Finish: Matte Overlaminate (No gloss)

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

ORBENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IEI 805-933-9160 BN info@bendpak.com www.bendbak.com
Q 1645 Lemonwood Dr. Santa Paula, CA 93060 . e

R Ranger DUICKJALCK "y GRANDPRIX JACKPAR MAuTosTAcK=R GeOL BOSS



BP BendPak.

PART SPECIFICATION FORM (STANDARD)

BENDPAK Number: | 5905285

MRP Description: | SERIAL TAG EXTERIOR PEEL OFF INVENTORY
LABEL

Date: | 04/20/2016

ECO : | 00739
1. Engineering Specification
Application:
DATA SERIAL TAG

Detailed Description:

Size | 3” W x 3” H (76.2mm x 76.2mm) Bencl’ak Santa Paula, CA USA
. WWW. pak.com

Ink | 1 Color-Black

i i L MODELNUMBER
Material | 2 Mil. Gloss Polyester Thermal SEES AN

Transfer Label With A High
Performance Permanent Acrylic

Adhesive.

PN 5905285

PEEL OFF INVENTORY LABEL

MODEL NUMBER
SERIAL NUMBER

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Reference # Preferred Vendor

1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

€. 805-933-9970 €33 805-933-9160 B info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJALCK "5 GRANDPRriX ACKPAR MAurostacx=r GeOL BOSS



BP BendPak.

PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905465

MRP Description: | MANUFACTURER LABEL
Date: | 10/19/2020
ECO: | 01220

1. Engineering Specification

Application:
MANUFACTURER LABEL

Detailed Description:
Size: 6” W x 3.75” H (152.4mm x 95.3mm)
Material: White Adhesive Paper
Ink: 1 Color-Black
Print Process: Offset Lithography - 200 line screen or 300 p.p.i. for digital

MFD. BY BENDPAK INC.

LIFT TYPE: SURFACE MOUNT CAPACITY: MED/HVY DTY INSTALLATION:

SEE OWNERS GUIDE
POWER: ELECTRIC/HYDRAULIC ANCHORS: AS EQUIPPED OR CONTACT FACTORY
SHIPPING DAMAGE CLAIMS

WHEN THIS EQUIPMENT IS SHIPPED, TITLE PASSES TO THE PURCHASER UPON RECEIPT FROM THE CARRIER. CONSEQUENTLY. CLAIMS
FOR THE MATERIAL DAMAGED IN SHIPMENT MUST BE MADE BY THE PURCHASER AGAINST THE TRANSPORTATION COMPANY AT THE TIME
SHIPMENT IS RECEVED.

PLEASE READ ALL OPERATORS/USERS MANUAL(S) PRIOR TO INSTALLATION AND OPERATION, UNDERSTAND AND COMPREHEND THE FULL
CONTENTS OF EACH MANUAL(S) PRIOR TO INSTALLATION AND OPERATION. DELIVER THE MANUAL(S) TO ALL OPERATORS. FAILURE TO
OPERATE THIS EQUIPMENT AS DIRECTED MAY CAUSE INJURY OR DEATH.

IMPORTANT NOTE:

BENDPAK LIFTS ARE SUPPLIED WITH CONCRETE FASTENERS MEETING THE CRITERIA AS PRESCRIBED BY ASTM E488 - 96(2003). LIFT
BUYERS ARE RESPONSIBLE FOR ANY SPECIAL REGIONAL STRUCTURAL AND/OR SEISMIC ANCHORING REQUIREMENTS SPECIFIED BY ANY
OTHER AGENCIES AND/OR CODES SUCH AS THE UNIFORM BUILDING CODE (UBC) AND/OR INTERNATIONAL BUILDING CODE (IBC).

THE MANUFACTURE, USE, SALE OR IMPORT OF THIS PRODUCT
MAY BE SUBJECT TO ONE OR MORE UNITED STATES PATENTS,

OR PENDING APPLICATIONS, OWNED BY BENDPAK, INC. INTERNAL BAR CODE - FOR FACTORY AUDIT ONLY 34086

BPK sTYOT | P20KVR | X18576 | HVY DTY/ GVR 832
MADE IN CHINA ENGINEERED BY BENDPAK INC USA PN 5905465
2. Vendor Information (Or for Reference)
Approved Vendor Vendor Part # Contact # Preferred Vendor

1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

€. 805-933-9970 €4 805-933-9160 = info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJACK %, GRANGPRIX JACKPAK MAUTOSTACK=R G®OL BOSS



PART SPECIFICATION FORM STANDARD

BENDPAK Number: | 5905940
MRP Description: | PRODUCT DATA LABEL

Date: | 12/30/2020
ECO: | 01249

1. Engineering Specification

Application:
PRODUCT DATA LABEL

Detailed Description:

Size: 4.5"W x 2.75"H (114.3mm x 69.9mm)

1645 Lemonwood Dr.
Material: White Vinyl Pressure Sensitive Adhesive Bendpak Santa Paula, CA USA

www.BendPak.com

Thickness: 4 Mil LIFT TYPE: Surface Mount MANUFACTURER: BendPak. See data plate for product details

Ink: U.V. protected CMYK 2/C Process

POWER: Electric/Hydraulic INSTALLATION: See manual or contact factory

Safety Instructions: If attachments, accessories, or configuration-modifying components that are
located in the load path affect operation of the lift, affect the lift electrical listing, or affect intended
vehicle accommodation are used on this lift and, if they are not certified for use on this lift, then the
certification of this lift shall become null and void. Contact the participant for information pertaining

Print Process: Offset Lithography - 200 line- to certified attachments, accessories, or configuration-modifying components.

Finish: Matte Overlaminate (No gloss)

screen or 300 p.p.i. for digital BendPak lifts are supplied with concrete fasteners meeting the criteria as prescribed by ASTM E488/
E488M-18. Lift buyers are responsible for any special regional, structural, and/or seismic anchoring
requirements specified by any other agencies and/or codes such as the Uniform Building Code (UBC)

Lamination: Clear laminate Non-glare medium and/or International Building Code (IBC).
matte over-laminate (NO glOSS) fOI’ abrasion The manufacture, use, sale, or import of this product may be subject to one or more United States
)

K ) . patents, or pending applications, owned by BendPak Inc.
chemical, and ultra violet protection PN 5805340

Do Not Remove Engineered by BendPak Inc., USA Made in China

2. Vendor Information (Or for Reference)

Approved Vendor Vendor Part # Contact # Preferred Vendor
1)

OR BENDPAK ENGINEERING APPROVED EQUIVALENT

Q. 805-933-9970 IE'I 805-933-9160 BN info@bendpak.com

Q 1645 Lemonwood Dr. Santa Paula, CA 93060 www.bendpak.com

R Ranger DUICKJALCK "y GRANDPRIX JACKPAR MAuTosTAcK=R GeOL BOSS



SP-7XL & XLF Product Label Positioning

AWARNING

FAILURE TO READ, UNDERSTAND, AND FOLLOW INSTRUCTIONS AND WARNINGS MAY RESULT IN SERIOUS PERSONAL INJURY AND/OR PROPERTY DAMAGE.
/ Never exceed rated capacity of it / Aways verfy safety ocks are engaged before working on or near vehicle

7 DO NOT operate it f any component is found to be defective or wom.  Never leav lfin an elevated position unless al safey locks are engage

 Never operate it with any person or equipment below. /Do not permil electric motor o get wet! Motor damage caused by dampness is not covered under warranty.

4 Aiways ensure oad s centred and stabe prior o perating controls.
OPERATING INSTRUCTIONS
Wodel Wax. Lifting Capacity TO RAISE LIFT T0 LOWER LIFT
of gravity

1 ting pltorms. 1 g vehil, b sur all parsannl, fois and

MDS-6LP 2. Sot parking brake and i of

DS 6LPF 3 Beforeraising vehil,b sur all parsonnel ar lear of it and 2. Rais It by pressing RAISE button. Elevate I atlast tvo
60001bs./ 2722 kg surrounding area. Py careful attenton to overhead clearances, inches o allow adequate cearance fo ock to lear

MDS-6EXT, 4. Raisif 0 dsired height by but 3 LOCK RELEASE button

DS 6EXTF . ainain visual conactwith veicle and sutounding area at 4. Lover vehico by prossing LOWER buton uni it has

o lowering descendad complotel.
el 7,000 1bs. /3,175 kg 6. STOP IMMEDIATELY if0ad shifs or becomes unlevel, 5. When lowering Ift, MAKE SURE that all personnel and objects
SP-TXLF. ! ! 7. After vehicle is raised to desired height, lower lift onto the are kept clear of it and surrounding area.
neares afely locks. 6 ALWAYS keep a visual e of sight on f AT AL TIMES.
P9000LT 9,000 Ibs./ 4,082 kg 8. ALWAYS ENSURE ALL SAFETY LOCKS ARE ENGAGED 7. ALWAYS make sure that ALL LOCKS are disengaged. If one of
PIO0OLTF ! : befors sterng workarea the ok inadvartentlyengages on dscent, i andor vehicle
may disruptcausing srous mjry or eath

/1\ SAFETY FIRST

Qg‘TY LO

;’ 95 OPERATION

- O
QQL B Ag«' BP BendPa

N
\_/

‘TEL: 805-933-9970 « www.bendpak.com

1645 Lemonwood Dr. » Santa Paula, CA 93060
ENGINEERED BY BENDPAK USA « MADE IN CHINA P 5305039 \ /

New Warning-Instructions Console Label.pdf: PN 5905039 New Warning-Instructions Console Label-DIELINE.pdf:
Size: 13.5"W x 12.5"H

Material: White Vinyl Pressure Sensitive Adhesive * 1/2" radius comers )
Thickness: 4 Mi + DOES NOT PRINT - For Die Cut ONLY

Ink: U.V. protected CMYK 4/C Process
Finish: Matte Overlaminate (No gloss)
200 line-screen or 300 p.p.i. for digital

Lamination: Clear laminate non-glare medium matte over-laminate (No
gloss) for abrasion, chemical and ultra violet protection.

B v Black & Yellow Hazard Roll
Size: 10°'Wx 2"H
Material: Vinyl Adhesive / Backing: Soft Polyvinyl Chloride

Thickness: 6.5 Mil
Finish: Matte Overlaminate (No gloss)

‘ PN 5930609
Hazard Decals on left and right side of the platforms
SIZE TO FIT LENGTH

Y EAUTION!

Maximum load on scissor lifts
should NOT exceed 3,500 pounds
per side. Always center the load

evenly. NEVER attempt to work on
or near a vehicle when it is raised
on the scissors unless the safety
latches are engaged on each
scissor unit. P 5005524

PN 5905524
Caution_Capacity_Decal.pdf:

Material: Yellow Vinyl Pressure Sensitive Adhesive
Size: 2.5"W x 2"H

Thickness: 4 Mil

Finish: Matte Overlaminate (No gloss)

Ink: U.V. protected CMYK 2/C Process

Lamination: Clear laminate non-glare medium matte over-laminate
(No gloss) for abrasion, chemical and ultra violet protection.



SP-7XL & XLF Product Label Positioning

Santa Paula, CA USA
D E BendPak ‘www.bendpak.com

MODEL NUMBER

DESCRIPTION

LIFT CAPACITY DATE CODE

VOLTAGE SERIAL NUMBER

[]110-120V, 50-60 Hz, 1 Ph
[ 208-240V, 50-60 Hz, 1 Ph
[]380-415V, 50-60 Hz, 3 Ph
[] 208-440V, 50-60 Hz, 3 Ph

DANGER! [H[

Disconnect Power
Before Servicing

MADE IN CHINA WARRANTY VOID IF DATA PLATE IS REMOVED PN 5905951 PN 5905951

2020_Serial_Tag-B-5905951.jpg:

Size: 3"W x 3"H

Material:Material: 2 Mil. Matte Silver Polyester (Flex-PSE)
Print using thermal transfer printer with resin ribbon

Ink: 1 Color-Black

E BP BendPak

LIFT TYPE: Surface Mount MANUFACTURER: BendPak. See data plate for product details
POWER: Electric/Hydraulic INSTALLATION: See manual or contact factory
Safety ions: If attachments, accessories, or components that are

located in the load path affect operation of the lift, affect the lft electrical listing, or affect intended
vehicle accommodation are used on this lft and, if they are not certified for use on this lif, then the
certification of this lft shall become null and void. Contact the participant for information pertaining
to certified attachments, accessories, or ts

BendPak lifts are supplied with concrete fasteners meting the criteria as prescribed by ASTM E488/
E488M-18. Lift buyers are responsible for any special regional, structural, and/or seismic anchoring
requirements specified by any other agencies and/or codes such as the Uniform Building Gode (UBC)
and/or International Building Gode (IBC).

‘The manufacture, use, sale, or import of this product may be subject to one or more United States
patents, o pending applications, owned by BendPak Inc.

PN 5905940

Do Not Remove Engineered by BendPak Inc., USA Made in China PN 590 59 40
Product_Data_Label-PN5905940.pdf:
Size: 4.5"W x 2.75"H

Material: White Vinyl Pressure Sensitive Adhesive

Thickness: 4 Mil

Ink: U.V. protected CMYK 2/C Process

Finish: Matte Overlaminate (No gloss)

Print Process: Offset Lithography - 200 line-screen or 300 p.p.i. for digital

Lamination: Clear laminate non-glare medium matte over-laminate (No gloss) for abra-
sion, chemical and ultra violet protection.

F Slippery_When_Wet_Label-5905138.pdf:
Size: 4.5"W x 2.5"H
SLIPPERY WHEN WET OR ICY Material: White Vinyl Pressure Sensitive Adhesive
Use caution when driving onto wet or icy drive-up ramps Thickness: 4 Mil

and platforms. DO NOT walk on lift surfaces that are wet or icy. Ink: U.V. protected CMYK 2/C Process

Finish: Matte Overlaminate (No gloss)

_ _ Print Process: Offset Lithography - 200 line-screen or 300 p.p.i. for
GLISSANT LORSQU’IL EST MOUILLE OU GLACE digital

Soyez prudent lorsque vous conduisez sur des rampes Lamination: Clear laminate non-glare medium matte over-laminate

d"accés mouillées ou verglacées et les plateformes. NE PAS (No gloss) for abrasion, chemical and ultra violet protection.
marcher sur des surfaces de levage humides ou glacées.
PN 5905138

PN 5905138



SP-7XL & XLF Packaging Label Positioning




	5260181
	Sheet1
	Drawing View9

	Sheet2
	Drawing View10
	Drawing View11
	Drawing View14
	Drawing View15

	Sheet3
	Drawing View12


	5215487
	Sheet1
	Drawing View1

	Sheet2
	Drawing View2
	Detail View A (1 : 4)

	Sheet3
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View7


	5250174
	Sheet1
	Drawing View10


	5174030
	Sheet1
	Drawing View1


	5210232
	Sheet1
	Drawing View1


	5215260
	Sheet1
	Drawing View11
	Drawing View12


	5215261
	Sheet1
	Drawing View9
	Drawing View10


	5215485
	Sheet1
	Drawing View3
	Drawing View5


	5215781
	Sheet1
	Drawing View4
	Drawing View5


	5215857
	Sheet1
	Drawing View1


	5300845
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5300850
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5300861
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5300862
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5502021
	Sheet1
	Drawing View4
	Section View A-A
	Drawing View10
	Drawing View11

	Sheet2
	Section View A-A
	Drawing View9


	5502195
	5505625
	5505716
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5505727
	Sheet1
	Drawing View1
	Drawing View2
	Section View A-A


	5520329
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5530031
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5530043
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5530093
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5530142
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5530304
	5530326
	5530366
	5530372
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5530418
	5530456
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5530757
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5535020
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5535112
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5535356
	5535357
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5540006
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5540116
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5545005
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5545024
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5545340
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5545347
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5545535
	5550008
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5550025
	5550087
	5550147
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5550325
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5550345
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5550395
	5550486
	5560069
	5562009
	5564022
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5565052-SPEC
	5565053-SPEC
	5566025
	5568019
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information

	5568024
	5570040
	Sheet1
	Drawing View4


	5570129
	5570795
	PART SPECIFICATION FORM
	1.  Engineering Specification
	2. Vendor Information


	5580012
	5590175
	5600241
	Sheet1
	Drawing View9
	Drawing View10
	Drawing View11
	Section View A-A


	5600242
	Sheet1
	Drawing View9
	Drawing View10
	Drawing View11
	Section View A-A


	5600265
	Sheet1
	Drawing View5
	Drawing View9

	Sheet2
	Drawing View6
	Drawing View7
	Drawing View13
	Section View A-A
	Detail View B (1 : 1)

	Sheet3
	Drawing View10
	Drawing View11
	Drawing View12
	Drawing View17
	Detail View C (1 : 1)


	5601165
	Sheet1
	Drawing View1
	Drawing View4
	Drawing View5
	Drawing View6


	5601166
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


	5601182
	Sheet1
	Drawing View12
	Drawing View20

	Sheet2
	Drawing View13
	Section View A-A
	Drawing View16
	Detail View B (1 : 3)
	Drawing View18
	Section View C-C


	5601183
	Sheet1
	Drawing View1
	Drawing View2
	Section View A-A
	Drawing View4
	Detail View B (1 : 2)

	Sheet2
	Drawing View7
	Section View C-C
	Drawing View10
	Detail View C (1 : 2)
	Detail View D (1 : 2)
	Detail View E (1 : 4)
	Detail View F (1 : 4)


	5601184
	Sheet1
	Drawing View9
	Drawing View10
	Drawing View11
	Drawing View12


	5601202
	Sheet1
	Drawing View1
	Drawing View4
	Drawing View5
	Drawing View6


	5601465
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Section View A-A
	Drawing View7


	5620278
	Sheet1
	Drawing View10
	Drawing View16

	Sheet2
	Drawing View11
	Section View A-A
	Section View B-B


	5620279
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


	5700127
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5700128
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5700129
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5701116
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View5


	5701117
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5701124
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5701247
	Sheet1
	Drawing View4
	Drawing View5
	Drawing View7
	Drawing View9


	5701259
	Sheet1
	Drawing View1
	Drawing View3
	Drawing View6
	Section View A-A
	Section View B-B


	5701672
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5701742
	Sheet1
	Drawing View1
	Drawing View3
	Drawing View4


	5701743
	Sheet1
	Drawing View18
	Drawing View20
	Drawing View22
	Drawing View23
	Drawing View24


	5701748
	Sheet1
	Drawing View18
	Drawing View20
	Drawing View22
	Drawing View23
	Drawing View24


	5715003
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5715035
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5715196
	Sheet1
	Drawing View1
	Section View A-A
	Drawing View3


	5716017
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5716150
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5716155
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735454
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735455
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735456
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735458
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735459
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735628
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735629
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5735636
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5736198
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737012
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737013
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737017
	Sheet1
	Drawing View1
	Drawing View4
	Drawing View5


	5737018
	Sheet1
	Drawing View1
	Drawing View3
	Drawing View4


	5737019
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737020
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5737021
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737022
	Sheet1
	Drawing View3
	Drawing View4
	Drawing View5


	5737023
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4


	5737024
	Sheet1
	Drawing View3
	Drawing View4
	Drawing View5


	5737025
	Sheet1
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6


	5737026
	Sheet1
	Drawing View3
	Drawing View4
	Drawing View5


	5737142
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5737243
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5746131
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5746202
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5746445
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5746446
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5746447
	Sheet1
	Drawing View3
	Drawing View6
	Section View A-A


	5746448
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5746449
	Sheet1
	Drawing View6
	Drawing View7
	Section View A-A


	5746450
	Sheet1
	Drawing View6
	Drawing View7
	Section View A-A


	5746610
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5746694
	Sheet1
	Drawing View2
	Drawing View4
	Drawing View5


	5755045
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5755047
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5755145
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5756038
	Sheet1
	Drawing View1
	Drawing View3
	Section View A-A


	5756039
	Sheet1
	Drawing View1
	Drawing View3
	Drawing View4


	5756040
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5761015
	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


	5900010
	5905951
	5905951 2020_Serial_Tag-B
	5905039
	5905039 LABEL; WARNING-OPERATING INSTRUCTIONS CONSOLE
	5905039-1 DIELINE
	5905138
	PART SPECIFICATION FORM STANDARD
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5905138 Slippery When Wet Label
	5905477
	5905477 Pressure Warning Label-Power_Unit
	5905478
	5905478 ST_Power_Unit_Caution_Label
	5905524
	5905524 SP-7X-Caution_Capacity
	5906015
	5906015 Operating-Explosion Warning Label FRE-ENG
	5930609
	5905285
	1.  Engineering Specification
	2. Vendor Information (Or for Reference)

	5905285 BPK_Serial_Tag_New-2017_Peel_Off-NoBleed
	5905465
	5905465 Manufacturer Packaging Label
	5905940
	5905940 Product_Data_Label

