Is MaxJax Safe?

Many people question the safety of MaxJax

by just looking at it from pictures, but what
those armchair engineers don’t know is that
MaxJax is equipped with special flush-mounted
anchor bolt receivers that remain hidden in your
concrete floor, each rated at 16,500-lbs each.
That's over 160,000-lbs of holding power!

How does the MaxJax work?

For convenience, portability and compact
storage, nothing beats the patented MaxJax™
portable car lift. Thanks to its unique portable
two-post design, the MaxJax offers greater
versatility and serviceability when compared
to traditional mid-rise or low-rise garage lifting
systems.

QUICK & EASY STORAGE

1. Roll It

MAXJAX

LOW CEILINGS?
NO PROBLEM!

MA JA INTRODUCING THE ONLY
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www.MaxJax.com Theodore, AL 36582

PORTABLE AND STOWABLE
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Deluxe Package

Supreme Package

PACKAGES [ —

Ultimate Package

Includes:

* M6K Portable Car Lift
» Upright Oil Drain

* Rolling Work Seat
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FEATURES

Industrial-Grade
Hydraulic Cylinders
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Clear Undercar Access

FROM STOW TO GO IN 15 MIN!

Includes:

* M6K Portable Car Lift
« Upright Oil Drain

» Rolling Work Seat

» 5” Tall Adapter Pins
» Frame Cradle Pads
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SPECIFICATIONS

6,000 lbs. (2,722 Kg)

1,500 lbs. (680 Kg)

895" (2,273 mm)

64" (1626 mm)

105 - 135" (2,667 - 3429 mm)

Lifting Capacity

Max. Load Per Arm

Height Overall

Height of Column

Typical Width (Outside of Base Plate)

Arm Reach (Min.) 26" (660 mm)
Arm Reach (Max.) 40" (1,016 mm)
Min. Pad Height 3" / 76 mm 45" (114 mm)

Max. Lift Height (Pad Only) 475" (1,207 mm)
Max. Lift Height (W/ 3" Adapters) 50.5" (1,283 mm)

Motor 110-220 VAC / 50-60 Hz. / 1 Ph. (20A/25A Breaker)

1-844-629-5291 - www.maxjax.com

Includes:

* M6K Portable Car Lift
« Upright Oil Drain
 Adjustable Creeper

« 5” Tall Adapter Pins
» Frame Cradle Pads
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MOTORCYCLE / ATV ADAPTER

q I
0\
\
F \
A
-

* 1,500-Ilbs. capacity

» Simple Installation
* Non-slip polyurethane rubber pads

« Study stainless steel construction




